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F I L L I N G  M A C H I N E



F L E X I B I L I T Y  O F  U S E

Diving heads controlled by servo motor
Inerting
Machine link to control scale
Worm gear for bottles

A U T O M A T I C  P E R I S T A L T I C

F I L L I N G  M A C H I N E

STOPPIL - ZAC du Chêne Saint Fiacre - 6 rue de la Découverte - 77600 Chanteloup-en-Brie - France
Email : stoppil@stoppil.fr - Tel +33(0) 1 60 31 55 55 - Fax +33(0) 1 60 31 55 50

D I M E N S I O N S

A P P L I C A T I O N S

M A I N  O P T I O N S

Food
Chemicals
Cosmetics
Pharmaceuticals

C H A R A C T E R I S T I C S
Stainless steel 304L
Peristaltic Pump Watson Marlow or Flexicon perislatlic
controlled by servo motor
Control by couleur 15’’ color touchscreen
Remote maintenance
200 recipes available
Speed : up to 6000 bottles/hour

*Dimensions (in cm) should change depending on the selected options

For filling containers from 1 ml to 1 l
Scalable machine from 2 à 10 filling heads
Quick format change without tools
Easy cleaning process

Linear filling Peristaltic pumpsPeristaltic dosing circuit


